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Sentry Interlocks' Weblock is an interactive and real-time door interlocking system that uses a web-based 
application to monitor and control interlocked doors remotely. Using any computer that connects to the 
facility LAN, Users can monitor and record door activity and allow dynamic configuration of door 
parameters and interlocking logic. Using a Network Bridge connected to as many as 25 Door Control 
Modules, WebLock is highly scalable allowing the monitoring and control of up to 100 doors. 

SECTION 281414 

WEB-BASED DOOR INTERLOCKING SYSTEM 

(WebLock by Sentry Interlocks) 

PART 1 - GENERAL 

1.1 DESCRIPTION OF WORK 

A. Work Included:  Provide labor, materials and equipment necessary to complete the work of this 
Section including the following. 

1. Real-time door interlocking system with web-based application for remote monitoring and 
control. 

B. Related Work: The following items are not included in this Section and are specified under the 
designated Sections: 

1. Section 081113 - HOLLOW METAL DOORS AND FRAMES. 
2. Section 081400 - WOOD DOORS. 
3. Section 083300 - OVERHEAD COILING DOORS. 
4. Section 084000 - ENTRANCES AND STOREFRONTS. 
5. Section 087100 - DOOR HARDWARE. 
6. Division 26 - ELECTRICAL. 
7. Division 28 - ELECTRONIC SAFETY AND SECURITY. 

1.2 SUBMITTALS 

A. Product Data:  Submit manufacturer's product data and installation instructions for each product 
specified. 

B. Shop Drawings:  Submit shop drawings showing modules, accessories, wiring schematics, 
locations for installation and attachment. 

C. Schedule:  Submit a schedule for openings to receive door interlocking system, matching door 
numbering on the Drawings. 

1.3 QUALITY ASSURANCE 

A. Manufacturer:  Minimum 3 years experience manufacturing similar devices. 

B. Installer:  Minimum 2 years experience installing similar devices. 

C. Preinstallation Conference:  Conduct conference at Project site to coordinate proper functioning 
and installation of systems. 
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1.4 DELIVERY, STORAGE, AND HANDLING 

A. Delivery: Deliver materials in manufacturer’s original, unopened, undamaged containers with 
identification labels intact. 

B. Storage and Handling:  Comply with manufacturer's recommendations for storage and handling.  
Protect from weather damage. 

1.5 WARRANTY 

A. Warranty:  Provide manufacturer's standard 2-year limited warranty against defects in materials 
and workmanship. 

PART 2 - PRODUCTS 

2.1 MANUFACTURER 

A. Basis-of-Design Manufacturer:  WebLock by Sentry Interlocks LLC, 3265 Sunset Lane, Hatboro, 
PA 19040.  Telephone 833-MOD-LOCK (833-663-5625), www.sentryinterlocks.com. 

2.2 COMPONENTS 

A. Network Bridge ME.CB.00-A1: 

1. Power Requirements:  24 VdC. 
2. Power Supply:  UL Listed 90-264VAC to 24 VdC, 47-63Hz, 1.67A. 
3. Enclosure:  Aluminum with 4 mounting ears. 
4. Enclosure Dimensions:  178x83x50mm. 
5. LED Indicators:  Power status, network activity. 
6. Network Architecture:  Event controlled,fail-safe, PC independent. 
7. Network Connection:  Cat 5 UTP cable. 
8. WebLock Network Connection:  8P8C RJ 45 connector. 
9. LAN Connection:  RJ45, CAT 5 UTP Cable, 1-/100 BaseT ethernet. 
10. Maximum Number of Door Control Modules:  25. 
11. Maximum Number of Doors:  100. 
12. Internal Memory:  8GB via SD card. 
13. Memory Battery Back-Up:  Included. 
14. Certification:  (LVD) 2014/35/EU.  (EMC) 2014/30/E. 
15. Warranty:  2-year limited warranty. 

B. Door Control Module ME.CB.01-A1: 

1. Power Requirements:  24 VdC. 
2. Power Supply:  UL Listed 90-264VAC to 24 VdC, 47-63Hz, 1.67A. 
3. Enclosure:  Plastic with 6 mounting ears. 
4. Enclosure Dimensions:  267x162x28mm. 
5. LED Indicators:  Traffic light, door and lock status. 
6. Connection to Door Accessories:  Cat 5 cable or wired leads. 
7. Maximum Doors Per Module:  4. 
8. Maximum Modules IS Series:  100. 
9. Auxiliary Power Output: 24VdC – 0.7 max via 2-screw terminal block. 
10. Low Voltage Relay Outputs:  4 configurable N.O – N.C. 
11. Voltage Free Digital Inputs:  8. 
12. Electric Locks:  Fail safe or fail secure. 
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13. Door Initial State:  Normally Unlocked – Normally Locked. 
14. Certification:  (LVD) 2014/35/EU.  (EMC) 2014/30/EU. 
15. Warranty:  2-year limited warranty. 

C. Door Accessories As Applicable:  Colored LED indicators, pushbutton, emergency overrides 
and wave sensors. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates for compliance with requirements for installation.  Proceed with installation 
only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install door interlocking system in accordance with manufacturer's instructions and approved 
submittals including the following: 

1. Locate indoors in a ventilated and dry location, with temperatures ranging from 50 
degrees F to 104 degrees F and relative humidity no greater than 80 percent to prevent 
the formation of condensation. 

2. Test software and components for proper operation and adjust until satisfactory results 
are obtained. 

3. Replace damaged products. 
4. Train Owner's personnel in proper operation procedures. 

END OF SECTION 


